\ LED SURFACE MOUNTED TUBE
LED LIGHT SOURCE ZS-T8-XXPXFT-INT2(XXXXK)-X

FEATURES

© Good heat dissipation with aluminum heat sink

° High energy efficiency, over 60% energy saving
vs. fluorescent

© Dual line LED design wide beam angle

© Built-in driver, PF>0.95

© Easy link base: Connection in series

© Environmentally friendly without mercury

° Dimmable version available

© Warranty: 10 year / 65,000 hrs lifespan

SPECIFICATION A
° Light source: SMD2835 LED

° Input: AC100 ~ 277V

°© Frequency: 50HZ/60HZ

o Light efficiency: 131 lpw

© Color temperature: 3000K-6000K

°CRI: 80

o PF>0.95

© THD: 20%

© Beam angle: 180° APPLICATIONS

© Material: Aluminum+PC cover o Supermarkets, Subways, Offices, Shipping Malls, Hotels,

o Working temperature: -30°C to 65°C Hospitals, Schools, Showrooms, Warehouses, and Garages.

° Environment: IP22 indoor use
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\ LED LIGHT SOURCE  LED SURFACE MOUNTED TUBE

ZS-T8-XXPXFT-INT2(XXXXK)-X

PARAMETER
L
277VACQ)

ZS-T8-10P2FT-INT2 (XXXXK)-X 10W 2FT AC100-277V 131 lpw 1310 Im 30 pcs 60 pcs
ZS-T8-18P4FT-INT2(XXXXK)-X 18W 4FT AC100-277V 131 [pw 2358 Im 16 pcs 33 pcs
ZS-T8-22P4FT-INT2 (XXXXK)-X 22W 4FT AC100-277V 131 lpw 2882 lm 13 pcs 27 pcs
Z5-T8-30P4FT-INT2(XXXXK)-X 30w 4FT AC100-277V 131 lpw 3930 Im 10 pcs 20 pcs
ZS-T8-36P5FT-INT2 (XXXXK)-X 36W SFT AC100-277V 131 [pw 4716 lm 8 pcs 16 pcs
ZS-T8-40P6FT-INT2 (XXXXK)-X 40w 6FT AC100-277V 131 lpw 5240 (m 7pcs 15 pcs
ZS-T8-45P8FT-INT2 (XXXXK)-X 45W 8FT AC100-277V 131 [pw 5895 Im 6 pcs 13 pcs
7 75-T8-60P8FT-INT2 (XXXXK)-X 60W 8FT AC100-277V 131 lpw 7860 lm 5pcs 10 pcs

Noted:

1. For application:
First “XXXXK" stands for different CCT, can be 3000K, 3500K, 4000K, 4500K, 5000K, 5700K, 6000K, 6500K;
Second “X" can be F, C, S (F=FROST, C=CLEAR, S=STRIPY), stands for different lens.

DIMENSION
71 ‘I\JB
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Dimension
2FT 23.43 inch 1.38 inch 1.30 inch
AFT 47 .44 inch 1.38 inch 1.30inch
S5FT 59.25inch 1.38 inch 1.30 inch
6FT 69.69 inch 1.38 inch 1.30 inch
8FT 93.50 inch 1.38 inch 1.30 inch
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\ LED SURFACE MOUNTED TUBE
LED LIGHT SOURCE ;¢ 5q xxpxXFT-INT2(XXXXK)-X

INSTALLATION GUIDE FOR INTEGRATED TUBE

1. Standard accessories included as below:
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2. Installation instruction:

1.Confirmthe buckle’s position 2.Screw the buckles on the wall

on the wall
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3.Fix the light into the buckles
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Connection Installation

1.Please find the connectorin the accessories bag.
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2. Plug the connector into the tube.
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~ LED LIGHT SOURCE

PACKING

2FT 650x430x250 25.59x16.93x9.84 0.37 22.21 50
4FT 1260x430x250 49.60x16.93x9.84 0.66 42.33 50
SFT 1550x220x200 61.02x8.66x11.02 0.86 40.57 30
6FT 1830x220x210 72.05x8.66x8.27 0.99 31.97 20
8FT 2440x220x210 96.06x8.66x8.27 1.43 33.07 20
3*7 layers=21 cartons*50 pcs/carton=1050 PCS Dimension:

AFT with Pallet

in total

49.6*49.6*74.8 inch

8FT with Pallet

5*6 layers=30 cartons*20 pcs/carton=600 PCS

in total

Dimension:

95.7*43.3*53.5 inch
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