\ LED LIGHT SOURCE LED TROFFER

BRT-T722XXW 28W/32W/40W/50W

PRODUCT FEATURES
o Lumen Output more than 141 lumens per watt.

o Cost effective, easy to install.

° Input voltage is AC100-277/200-480V, 0-10V
dimmable function help to reduce operation cost.

o Perfect light uniformity, no shadow, no dark area.

o Integrated design, superior cold-roll steel plate,
excellent heat dissipation and strength support.

o High quality PC cover, light transmittance up to
90%, Anti-UV.

°oETL and DLC
o Warranty: 10 Year
o Rated life: 65,000 Hrs.

APPLICATIONS MOUNTING
Commercial lighting: Hotels, Offices, Schools, Retail Stores, o Surface Mounting
Factories, Warehouses, Restaurants, Halls, Meeting rooms, etc. o Recessed lighting fixture

Public lighting: Museums, Subways, Courts, Healthcare
Facilities, Airports, Hospitals, Stations and more.
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~ LED LIGHT SOURCE

SPECIFICATION

LED TROFFER

BRT-T722XXW 28W/32W/40W/50W

Size 2x2ft 2x2ft 2x2ft 2x2ft 2x2ft
Angle 120° 120° 120° 120° 120°
Diffuser PC PC PC PC PC
IP Ratings 1P20 P20 P20 P20 1P20
LED Type SMD 2835 SMD 2835 SMD 2835 SMD 2835 SMD 2835
CRI >80 >80 >80 >80 >80
Wattage 28W 32w 40w 40w 50w
Light Efficiency 141 LM 141 LM 141 LM 141 LM 141 LM
Lumen Output 3948 LM 4512 LM 5640 LM 5640 LM 7050 LM
Lumen Current 700mA 800mA 1000mA 1000mA 1200mA
PF 20.9 20.9 20.9 20.9 20.9
Dimmable 0-10v 0-10v 0-10v 0-10v 0-10v
THD <20% <20% <20% <20% <20%
Driver Brand AGT AGT AGT AGT AGT
Operation Temp -20°C~50°C -20°C~50°C -20°C~50°C -20°C~50°C -20°C~50°C
Package 2pes/cin 2pcs/cin 2pcs/cin 2pcs/cin 2pes/cn
DIMENSIONS
- i
2x2ft 23.8" 23.8" 19"
2x4ft 477" 23.8" 19"
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\ LED LIGHT SOURCE LED TROFFER

BRT-T722XXW 28W/32W/40W/50W

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

BRT-T72228W
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ACCESSORIES

Emergency Kits

Charging: 24 hrs.
Back Up: 90 Minutes
Power: 12 Watts

PACKAGING / WEIGHT

m Qty.Pis.  Single N.W. KG

2*2ft 665665150 0.0663 2 7 8.5 900 1900 2470
2*4ft 1275x665x150 0.1272 2 10.5 135 40 900 170
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