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COLOR/WATTAGE SELECTION

604/23.8" X 604/23.8"

PRODUCT FEATURES

The new Architectural ETLDIO3-LED

fixture adopts the latest in optical and LED technology
for use in many commercial applications. The
ETLDIO3-LED provides a single pleasant volumetric
soft light that fills any interior space, giving it a
larger, brighter, and more productive ambiance.

MOUNTING
o Surface Mounting

o Recessed lighting fixture

WARRANTY

© 10-year warranty

RATED LIFE
© More than 100K hours per L70 TM-21 @ 70 °C

Klamath Falls, OR 97603

LED TROFFER LUMINAIRE

ETLPZ-SERIES COLOR/WATTAGE SELECT

COLOR/WATTAGE SELECTION

1213/47.8" X 604/23.8"

APPLICATIONS

o Offices

o Hallways

o Multipurpose Rooms
o Conference Rooms

o Supermarkets

RATINGS

o DLC Listed
o UL 1598 suitable for damp locations, Type IC
o UL 8750 LED equipment in Lighting Products
o Temperature Rated at (-20°C to +45°C)

(-4°F to 113°F)
© The 0-10V Dimming type is continuous
© The product can dim to 10%
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\ LED LIGHT SOURCE LED TROFFER LUMINAIRE

ETLPZ-SERIES COLOR/WATTAGE SELECT

ORDERING INFORMATION

e s r T T
Series Size Module Type Number Dimming Lens Voltage
BLANK=120-277
B YDM=0-10V Dimming FL=FROSTED i
ETLD103=LED Troffer 2224 JHNH YY can be any data NDM=NONE Dimming LENS 123(2”3547
ccr 8XX Ax By Cz(0P) EM
Color Temp|  LED Driver LEDS Package Sensor Battery Back-up
BLANK=NO SENSOR BLANKSNO EM
White Tunable | 835-850 | A3=Simon B3=Seoul 3528 C1=HYTRONIK EM
HC403V-RC
DIMENSIONS: MM
604/23.8" 1213/47.8" Specifications:

ETLD103-22/24

Length: 604/1213(23.8"/47.8")
Width: 604(23.8")

Depth: 92(3.6")

Weight: 4.00/7.40(kg)

604/23.8"
604/23.8"
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~ LED LIGHT SOURCE

PHOTOMETRIC TEST LIST

LED TROFFER LUMINAIRE

ETLPZ-SERIES COLOR/WATTAGE SELECT

Catalog No. LFL;:::QS K\gatzt; EfRﬂacs;g CCT Range

4380 30 146

4410 30 147 835-850

4440 30 148

3650 25 146
ETLD103-22/JH/30/25/20/YDM/CCT 8XX (A3=B3) 3675 25 147 835-850

3700 25 148

2920 20 146

2940 20 147 835-850

2960 20 148

5840 40 146

5880 40 147 835-850

5920 40 148

5110 35 146
ETLD103-22/NH/40/35/30/YDM/CCT 8XX (A3=B3) 5145 35 147 835-850

5180 35 148

4380 30 146

4410 30 147 835-850

4440 30 148

4964 34 146

4998 34 147 835-850

5032 34 148

4088 28 146
ETLD103-24/JH/34/28/25/YDM/CCT 8XX (A3=B3) 4116 28 147 835-850

4144 28 148

3650 25 146

3675 25 147 835-850

3700 25 148

6570 45 146

6615 45 147 835-850

6660 45 148

5548 38 146
ETLD103-24/NH/45/38/34/YDM/CCT 8XX (A3=B3) 5586 38 147 835-850

5624 38 148

4964 34 146

4998 34 147 835-850

5032 34 148
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