LED BARN LIGHT - TUNABLE

TS-BLO2XX-XXW

FEATURES

°© Product Features
0-12V dimming
o Protection Grade: Wet Location (IP65)

Sealed by Silicone rubber gasket,
completely weatherproof. Wall-mounted

or arm kit mounted.
© 10 year warranty / 65,000 Hrs

MEASUREMENTS

2240.5(9.47")

LIGHTING PARAMETERS

~123.0(4.84")

\ LED LIGHT SOURCE

'[P YEAR WARRANTY

COLOR/WATTAGE SELECTION

Power 30w 40W 50w 60W 70W 80w
30-40-50W 40-55-70W 40-60-80W
Rate Current 0.275A 0.367A 0.458A 0.55A 0.64A 0.733A
Voltage AC120-277V / AC120-347V
Beam Angle 150°
Color Temp 3500K, 4000K, 5000K ; 3500K/4000K/5000K
Luminous Efficiency 132 LPW
Color Rendering Index Ra>80
Operating Temp -40°F ~ +104°F
Storage Temp -40°F ~ +158°F
Environment Location Wet Location
Life-span 65,000 Hrs
Materials AD(12
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LED BARN LIGHT - TUMARLE “N Leo LiGHT sOURCE

TS-BLO2XX-XXW

‘([P YEAR WARRANTY
SPECIFICATION
Model Input Voltage Frequency Power Input Current qq

TS-BL0230-30W-X-XXX(XX) 30w 0.275A
TS-BL0240-40W-X-XXX(XX) 40w 0.367A

TS-BLO250-S0W-X-XXX(XX) 50W/30-40-50W 0.458A 350K 4000K. 5000K

ACI20-277V 50/60Hz i

TS-BLO260-60W-X-XXX(XX) 60W 0.55A 3500K/4000K/5000K
TS-BL0270-70W-X-XXX(XX) 70W/40-55-70W 0.64A
TS-BL0280-80W-X-XXX(XX) 80W/40-60-80W 0.733A
TS-BL0230-30W-X-MV-XXX(XX) 30w 0.275A
TS-BLO240-40W-X-MV-XXX(XX) 40W 0.367A

TS-BL0250-50W-X-MV-XXX(XX) 50W/30-40-50W 0.458A 3500K 4000K. 5000K

AC120-347V 50/60Hz ! ! J

TS-BLO260-60W-X-MV-XXX(XX) 60W 0.55A 3500K/4000K/5000K
TS-BL0270-70W-X-MV-XXX(XX) 70W/40-55-70W 0.64A
TS-BL0280-80W-X-MV-XXX(XX) 80W/40-60-80W 0.733A

“X" can be "H""L" or "HY" (Y= any number) to represent lighting effect (not affect power);

“XXXX" can be "XXK"TC""TP" or "TCP""XXK" represent CCT,can be any number;

"TC" represent CCT selectable,such as 3500K/4000K/5000K;"TP"” represent watt selectable,such as
40W/60W/80W;"TCP” represent CCT&watt selectable,such as:40W/60W/80W,3500K/4000K/5000K.
“(XX)" can be (MS),(PT) or (blank),(MS)=motion sensor(DC12V),

(PT)=photocell;(blank)=without sensor or photocell( have certification)

OPTICAL PROPERTIES

INTENSITY DISTRIBUTION DIAGRAM
IN C PLANS
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LED BARN LIGHT - URA=L= “N LeD LiGHT sOURCE

TS-BLO2XX-XXW
'||? YEAR WARRANTY

WIRING DIAGRAM

L:Black
N:White

DIM+:Purple
DIM-:Pink

WALL MOUNTING INSTALLATION

1.Use hex key to loosen two 2. Base on as shown screws size,use 3. Lock in fixture with three screws
screws,take down install drill to open three holes,drill in tightly Finished installation.
accessory as shown. expansion bolt.Wiring connection.

67.0MM (2.64"

60.0MM(2.36")
[I;J\

ARM MOUNTING INSTALLATION

1.Use hex key to loosen two 2. Wiring connection as shown. 3.Put fixture bracket and arm mounting
screws take down install close together. Use hex key lock screws
: tightly. Finished installation.

accessory as shown.

D
LC
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LED BARN LIGHT - URA=L= “N LeD LIGHT SOURCE

TS-BLO2XX-XXW

'||? YEAR WARRANTY

PHOTOCELL INSTALLATION

1. Take out fixture from 2. Twist in photocell.Finished
box,rotate and take away installation.
shorting cap.

CCT SELECTABLE MANUAL

1. Take off the cap on the 2. Turn on switch.From top to bottom
side of fixture CCT:3500K,4000K,5000K. Then twist in
cap tightly.
3500K
4000K
5000K

CCT & WATT SELECTABLE MANUAL

2 Turn on switch. The left side,from top to
bottom CCT:3500K,4000K, 5000K.The right
side,from top to bottom

watt: 40W,55W,70W. Then twist in cap tightly.

1. Take off the cap on the
side of fixture.

3500K 40W
4000K 55W
5000K 70w
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LED BARN LIGHT - TUNABLE

TS-BLO2XX-XXW

PACKING/WEIGHT

\ LED LIGHT SOURCE

‘[0 YEAR WARRANTY

P Quter Carton Size Qty/Carton | Net weight Gross weight
(L"W*H) (pcs) kg/lbs kg/lbs
30W/40W (15?22217 8_2;3”7"39,,) 1 1.75/3.85 2.15/4.73
50W/B0WY ? 53595?3: 829? g”;_”(;'g,,) 1 1.8/3.96 2.2/4.84
70W/80W ? 5?2;’:3178253”;‘%‘9,,) 1 1.85/4.07 2.25/4.95
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